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SB-030QD Single-color or RGB LED Lumieres  
Wet location DMX-controlled Lumieres 
SB-030QD Round,  SB-031QD Square 

 
LED Power!   
Use the LED Strobe-Brik system to add color sparkle to your iconic architecture. The 
LED Strobe-Brik system provides individual DMX control of hundreds of powerful LED 
strobes and lumieres. The SB-030QD/SB-031QD lumieres use high quality LEDs from 
LED Engin and CREE, providing some of the highest efficacies available. 
 
Applications 
 Wet locations 
 Icon architecture 
 Effect lighting 
 Landscaping 
 Fountains 
 
 
Features 
 Mount anywhere, integrated heat-sink design  

provides for powerfully bright  
strobe or continuous-duty effects. 

 Lumieres are individually DMX-addressed for 
complete control. 

 Exterior-rated IP-65 housing. 
 Integrate with any number of related effects. 
 Swivel mount 
 
 
 
Available colors 
 
 
 
 
 
 
 
 
 
 
Specifications 
 14W @1000mA 
 For use with 1500mA LED Brik-16 and Brik-32  

controllers. 
 One DMX address per single-color strobe, four addresses per RGB strobe. 
 50,000 hrs life at 700mA with 70% lumen maintenance. 

SB-030QD Round 
SB-030QD-CWH, cool white 
SB-030QD-WWH, warm white 
SB-030QD-RED, red 
SB-030QD-GRN, green 
SB-030QD-BLU, blue 
SB-030QD-AMB, amber 
SB-030QD-UV, ultraviolet 
SB-030QD-RGGB, red, green, green, blue 

SB-031QD Square 
SB-031QD-CWH, cool white 
SB-031QD-WWH, warm white 

SB-030QD Round            SB-031QD Square 
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Part Number Type 

Watts 
@1000mA 

Luminous 
Flux [Lm] 

@ 1000 mA 

Dominant Wave-
length [nm] 

@ 1000 mA 

Viewing 
Angle 

[Degrees] 

SB-030QD-CW Cool White 14.0 850 5500K 22 
SB-030QD-WW Warm White 14.0 700 3000K 22 
SB-030QD-RED Red 14.0 440 623 22 
SB-030QD-GRN Green 14.0 700 523 22 
SB-030QD-BLU Blue 14.0 160 460 22 
SB-030QD-AMB Amber 14.0 420 590 22 
SB-030QD-UV Ultraviolet 14.0 3400mV 365 22 
SB-030QD-RGGB RGGB 10.0 - - 22 
SB-031QD-CW Cool White 14.5 1664 5000-8310K 32 
SB-031QD-WW Warm White 14.5  1220  2600-3200K 32 

SB-030QD Round 
 
 
 
 
 
 
 
 
 
 
SB-031QD Square 


